
Double Braid Nylon

    Part 

  Number

Diameter 

(in.)

Length 

(ft.)

Minimum Break 

Strength (lbs.)

Approximate Density 

(lbs./100 ft.)

Approximate Package  

Weight (lbs.)

DBN080600 1/4 600 1,900 1.7 10.2

DBN081200 1/4 1,200 1,900 1.7 20.4

DBN120600 3/8 600 4,200 3.7 23.0

DBN121200 3/8 1,200 4,200 3.7 461.0

DBN160600 1/2 600 7,400 6.6 40.0

DBN161200 1/2 1,200 7,400 6.6 80.0

DBN200600 5/8 600 14,800 11.6 69.6

DBN201200 5/8 1,200 14,800 11.6 139.2

DBN240600 3/4 600 19,000 14.7 88.2

DBN241200 3/4 1,200 19,000 14.7 176.4

DBN320600 1 600 33,600 26.0 156.0

DBN321200 1 1,200 33,600 26.0 312.0

DBN330600 1-1/8 600 45,000 35.4 213.0

DBN331200 1-1/8 1,200 45,000 35.4 426.0

DBN340600 1-1/4 600 52,000 40.7 245.0

DBN341200 1-1/4 1,200 52,000 40.7 488.0

DBN360600 1-1/2 600 74,000 58.4 351.0

DBN361200 1-1/2 1,200 74,000 58.4 702.0

Double Braid Nylon
Premium grade double braid nylon 

rope. A high-tensity rope with excellent 

abrasion resistance and shock-absorbing 

properties. Commonly used for marine 

applications.
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