
Shoulder Pattern

     Part 

  Number

Size 

(in.)

Working Load 

Limit (lbs.)

Weight/Piece 

(lbs.)

MEB250X100S 1/4 x 1 500 0.05

MEB312X1125S 5/16 x 1-1/8 900 0.08

MEB375X1250S 3/8 x 1-1/4 1600 0.15

MEB437X1375S 7/16 x 1-3/8 2000 0.25

MEB500X1500S 1/2 x 1-1/2 2400 0.35

MEB562X1625S 9/16 x 1-5/8 3000 0.52

MEB625X1750S 5/8 x 1-3/4 4000 0.65

MEB750X200S 3/4 x 2 5000 1.00

MEB857X2250S 7/8 x 2-1/4 7000 1.53

MEB100X2500S 1 x 2-1/2 9000 2.30

MEB1250X300S 1-1/4 x 3 15000 3.80

MEB1500X3500S 1-1/2 x 3-1/2 19600 7.00

Plain Pattern

     Part 

  Number

Size 

(in.)

Working Load 

Limit (lbs.)

Weight/Piece 

(lbs.)

MEB250X100P 1/4 x 1 500 0.05

MEB312X1125P 5/16 x 1-1/8 900 0.08

MEB375X1250P 3/8 x 1-1/4 1600 0.15

MEB437X1375P 7/16 x 1-3/8 2000 0.25

MEB500X1500P 1/2 x 1-1/2 2400 0.35

MEB562X1625P 9/16 x 1-5/8 3000 0.52

MEB625X1750P 5/8 x 1-3/4 4000 0.65

MEB750X200P 3/4 x 2 5000 1.00

MEB857X2250P 7/8 x 2-1/4 7000 1.53

MEB100X2500P 1 x 2-1/2 9000 2.30

MEB1250X300P 1-1/4 x 3 15000 3.80

MEB1500X3500P 1-1/2 x 3-1/2 19600 7.00
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Machinery Eye Bolts
Manufactured in heavy-duty forged steel and galvanized for 

corrosion resistance. Eye bolts can be used for either straight-

line or angular lifts, although angular lifts will significantly 

reduce their rated capacity. Available in shoulder pattern or 

plain pattern.


